
AP3400

Maximum Modules 1

Cellular -

 WLAN 1

GNSS Advanced -

Wired Options -

Extended Flash -

WLAN

IEEE 802.11, Dual-band
concurrent 2.4/5 GHz

 a/b/g/n/ac/ax

Onboard

LAN 2x Gigabit Ethernet

Connector M12

Spezifcations

CPU System
1.8 GHz quad core, 512 MB RAM,

512 MB flash

Software

Multi-SSID’s, Encryption: Open WPA
1/2/3-Personal, WPA 1/2/3-Enterprise,

Hide SSID, Isolate Clients, RADIUS
authentication, Fixed fallback IP,

VLAN, Static Routes, Port Forwarding,
VPN(WireGuard) DHCP Server/Client,

NTP Client, Device Discovery,
Automatic Firmware-update, REST
API, HTTP/HTTPS, SNMP 2/3 and

SNMP Traps, Command Line Interface
(SSH and Telnet), Monitoring and

Diagnostics Integrated (Device
Discovery, Site Survey, Ping,

Traceroute, Log View, Speedtest)

Management
NetModule Router, REST API,

Connectivity Suite, WebManager, CLI

Licenses -

Customer Applications -

Maximum Antennas 2x QLS-f

Input Voltage PoE+ / EEE 802.3 at

Maximum Consumption 15 W

Dimension w x h x d 200 x 40 x 133.4 mm

Weight 700 g

Operating Temperature -40 °C to +70 °C

MTBF
373´000 h / 43.6 years according

SN29500 at environmental
temp. 40°C

Environment IP40

Mounting Brackets

Conformity

Standard CE(RED), RoHS, WEEE, REACH

Rail EN 50155, EN 45545, EBA EMV 06
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